= Super Saving Deals
. 1 Ovens and Incubators:
Ex Stock Available

(Left) Smart door mechanism Easy opening chamber with your elbow.

» Stackable, save space small foot print (top right)
» Thick wall insulation, prevent heat lost, energy saving
» Interior stainless steel (AISI 304)

* Removable panel for easy cleaning

* Inner glass door (Incubator ONLY)

* Microprocessor process control Fuzzy logic

* Resistant foil keyboard with SoftTouch surface

o Up to 9 programs, 2 segments for each program and

up to 99 cydles.
- ° Interface RS232 and USB Host port for easy export of the relevant data
Model Lit Int. Dims (W x D x H) Ext. Dims (W x D x H)
Venticell ECO Oven Temp: Amb. +10 to 250/300°C (Forced Air) . Temp accuracy £ 1°C
55 05 400 x 370 x 350 mm 620 x 640 x 680 mm 1960
111 111 540 x370 x 530 mm 760 x 640 x 860 mm 2700
Ecocell ECO Oven Temp: Amb. +5 to 250/300°C (Natural Air) . Temp accuracy +2°C.*0.3°C
85 5o 400 x 370 x 350 mm 620 x 640 x 680 mm 1785
Incucell ECO Incubator Temp: Amb. +5t0 100°C . Temp accuracy £0.5°C
55 55 400 x 370 x 350 mm 620 x 640 x 680 mm 1820
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